CONCRETE SLAB /
MASONRY FOOTING

INTERIOR SHEATHING

WOOD FRAMING

INSULATION
WHERE REQ'D

BOTTOM PLATE

MOISTURE BARRIER

N

| — |

/N

AV

K— HardieShingle ® Siding

WATER RESISTIVE BARRIER
Hardierap™ or Equivalent

WOOD RAINSCREEN FURRING BEYOND

EXTERIOR SHEATHING

HardiePlank ® Lap Siding
Starter Course

_— STARTER STRIP

AS NECESSARY

INSTALL BU6 SCREEN

F— MIN. I" - 2" CLEARANCE DEPENDING
ON SPECIFIC HARDIE ZONE

S‘ PATH / DRIVEWAY / SLAB

3

0 2" 4"
s ™ |
SCALE: 3" = |-O"

HARDSCAPE CLEARANCES - RAINSCREEN

These dranings are published as an information guide only. These CAD dranings are
Intended as templates to assist the designer. They do not contain the full detalls
required For construction and must be read In conjunction with the Installation instructions
on wnn. jameshardie com. You shovld obtaln architectural, engineering or other technical
advice to assess the suitabliity of these dranings to the requirements of your particular
project. James Hardle accepts no lidbllity in respect to the use of these dranings.

For fastener speciFications ond complete installation instructions
refer to appropriate documentation at nnn.JamesHardie.com

DETAIL:

SHINGLE
3.08

HardieShingle ® Siding Details
« Wood Framing with Wood Furring Strips

+ 0SB or Plywood Sheathing

« Shown with Siding Nails Blind Fastened into Framing
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