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Manufacturer
Woodtone Building Products
•	 8007 Aitken Road, Chilliwack BC
•	 9403 24th Place West, Everett WA

Features
•	 Advanced tannin-blocking primer technology
•	 Finger-jointed available in specified lengths
•	 30 year limited substrate warranty 

Available Textures & Substrates
•	 Reversible Smooth/Resawn knotty WRC 

Trim board sizes
Woodtone AbsoluteTrim™ is available in nominal widths of 
2 inches to 12 inches and nominal thickness of 1”, 5/4” and 
2”. Lengths available are 16’ and 20’.

Use
Woodtone AbsoluteTrim™ products are great for use as 
exterior wood trim and fascia boards, bellyband trim, 
window trim, garage door liner, and post wrap.  

Texture & Finish
Woodtone AbsoluteTrim™ is created from knotty WRC and 
is a reversible smooth/resawn profile. The product is coat-
ed with a tannin blocking primer. Topcoat required on site.

Installation
Full installation guide: woodtone.com
•	 Consult and follow all applicable local building codes
•	 Do not install defective material, review before install.
•	 All trimmed ends must be re-sealed prior to install.  

Storage and Handling
Full Care and Maintenance guide: woodtone.com
•	 Do not store pallets directly on the ground
•	 Ensure that slip sheeting stays between boards
•	 Use plastic wrap provided to keep the product dry
•	 Do not lift more than 2 packs by forklift at a time
•	 Do not stack pallets more than 3 high

Warranty 
Woodtone AbsoluteTrim™ carries a 30 year limited 
warranty. Visit woodtone.com for full details. 

Important Notes
•	 AbsoluteTrim™ is manufactured from knotty WRC. 

Finished product will not be blemish free. 
•	 On site topcoat is required for warranty to remain intact.
•	 Warranty does not cover natural occurrences like 

extractives, knot-bleed, variations in grain and color, 
knots, mineral streaks and pitch pockets.

•	 Installation will be considered final acceptance of 
product, review material prior to installation. 

Strategic Accounts/Large Job Quotes
For assistance with commercial or multi-residential 
applications and large job quotes, please contact our 
Strategic Accounts team at spec@woodtone.com. 
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Note: AbsoluteTrim™  products are manufactured from a knotty WRC. If a blemish free appearance is desired, we recommend putty to fill 
any natural imperfections and a solid top coat to finish the look. On site topcoat is required for the warranty to remain intact.
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AbsoluteTrim™ texture options are shown below:
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