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CHROMETALLICS™ LAP SIDING

SPECIFICATION SHEET

Manufacturer

Woodtone Building Products
8007 Aitken Road, Chilliwack BC
9403 24th Place West, Everett WA

Features
Versatile metallic-look siding for innovative design
Cost-effect and easy to install alternative to metal
Groundbreaking coating developed with Sherwin-Williams

Avallable Substrates (Smooth Only)
James Hardie lap fiber cement profiles - 12
50t 6a' 7val 84 94l 12"
James Hardie Aspyre - 12"
V-groove, Bevel Channel, Shiplap, Square Channel
Allura /op fiber cement profiles - 12"
S’ 6la’ /4’ 8la', 9’ 12"
LP Smartside engi ineered wood profiles - 16’
6,85 12"

Colors
RusticSeries™ is available in 8 two-tone colors.
Silver Sand
Mystic Ash
Starry Night
Black Magic
Gold Dust
Copper Moon
Burnt Amber
Bronze Ablaze

Use

Woodtone Chrometallics™ is used as exterior wall covering.
This product is prefinished and available in fiber cement
or engineered wood substrates.

Texture & Finish

Woodtone Chrometallics™ is applied to smooth substrates
only. The coating is manufactured by Sherwin-Williams
and applied in a controlled factory setting.

™

Trim and Caulking
Solid color trim suggestions and matching caulking

99 g Y
available for each Chrometallics™ color at woodtone.com.

Installation

Install Woodtone Chrometallics™ in accordance with:
HardiePlank lap siding installation instructions
Allura lap siding installation instructions
LP Smartside installation instructions

Storage and Handling

Full Care and Maintenance guide: woodtone.com

- Do not store pallets directly on the ground.
Ensure that slip sheeting stays between boards
Use plastic wrap provided to keep the product dry
Do not lift more than 2 packs by forklift at a time
Do not stack pallets more than 3 high

Touch-up
Order touch-up online at woodtone.com/store
Check the touch-up color ordered is correct
Mix paint well, do not allow paint to freeze
Test the color on the sample piece or hidden area

Warranty

Woodtone Chrometallics™ carries a 15 year limited coat-
ing warranty in addition to the substrate manufacturer’s
warranty. Visit woodtone.com for full details

Important Notes
Chrometallics™ replicates the look of metal siding.
Each substrate and profile will vary in terms of color
and sheen.
Woodtone will consider the installation of the product
as final acceptance of the product.
Improper installation of product will void warranty.

Strategic Accounts/Large Job Quotes

For assistance with commercial or multi-residential
applications and large job quotes, please contact our
Strategic Accounts team at spec@woodtone.com.
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Create a picture perfect exterior with our eight Chrometallics™colors; select the perfect combination to suit your
individual style. Chrometallics™ colors below are shown with a suggested solid color trim to complete the look.

STARRYNIGHT - W BLACK MAGIC

GOLD DUST B BRONZEABLAZE  BURNT AMBER

Note: Chroraetallics™ replicates thelookefmetatsiding. Each substrate and each profile of this product varies in terms of sheen and color
variance. Due tefimitations of the printingprocess;actual color may vary from the color shown. Refer to a physical sample for approvals.




